
G19

PSGG19204

 TRANSLUCENT PVC WRAPAROUND FRAME

 SEALED FRAME

  ANTI-FOG COATING

  ADJUSTABLE STRAP

  FITS OVER PRESCRIPTION GLASSES

G19 is a pair of goggles accessible to all which perfectly protects against splashes and droplets. 
 
Simple and economic, G19 sealed goggles fit to all and can be worn over glasses.

(Sealed)63 g
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G19
MODÈLE VERSIONS RÉFÉRENCES MARQUAGE OCULAIRES MARQUAGE MONTURE TRAITEMENTS

G19 PSGG19204  BOLLÉ Z87+  1 BN - EN166 3 B 
Z87+ D3

AF

PSGG19204

3660740010706

3660740100704

3660740200701

Individual 
plastic bag

Inner box  
(10 products)

Outer pack  
(20 boxes/200 products)

Outer pack size : 78 x 34 x 43cm
Outer pack G.W : 17.6 Kg

MODEL VERSIONS REFERENCES LENS MARKINGS FRAME MARKINGS COATINGS

Clear
Sealed

CLEANING AND STORAGE

CLEANING: The lenses should be cleaned regularly. 

MAINTENANCE: Pitted, scratched or damaged lenses must be replaced by replacing the 
complete product. If the frame is damaged also replace the complete product. After each 
use it is recommended to keep the spectacles or goggles in a microfiber pouch or rigid case.

STORAGE: All products must be stored in a dry and clean environment.

PACKAGING AND EAN13 CODE
CARACTERISTICS

LENS PC - 1.5 mm - Curve 4

FRAME PVC

STRAP Black Polyester

SPARE LENS No

PROTECTION PPE CAT. 2

bolle-safety.com

EMEA
Bollé Safety
34 rue de la Soie
69100 Villeurbanne
France

Lens’ optical class symbol

1. Continuous work

Use symbols:

3. Liquid droplets (goggles) or splashes (safety face shields).

D3. Splash/droplet protection under Z81.1-2015

Mechanical strength symbols:

B. Medium energy impact, resists a 6 mm, 0.86 g ball at 120 m/s.  
   Maximum protection for glasses.

Others symbols:

 European standard   BOLLÉ Manufacturer’s markings

N. Resistance to fogging (optional) 

EN166. guaranteed minimum resistance of the protective eyewear against  
    everyday risks including dropping the protective eyewear onto the     
    ground, ageing by light exposure, exposure to heat or corrosion etc.

Z87+. Impact rated for Plano product - tested and approved  
    to ANSI Z81.1-2015

Country of origin: China

FRAME MARKINGS

LENS MARKINGS

Z87+. Impact rated for Plano product - tested and approved  
     to ANSI Z81.1-2015

 Manufacturer’s markings


