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Zenith Mesh Visor

ZEN MM - METAL MESH VISOR
MATERIAL: Metal 
CERTIFICATION: EN 1731/ ANSI/CSA Z87.1 
LIGHT TRANSMISSION: 50%

ZEN PM - PLASTIC MESH VISOR
MATERIAL: Plastic
CERTIFICATION: EN 1731/ ANSI/CSA Z87.1
LIGHT TRANSMISSION: 50%

100 g

75 g

4) Apply the peak on the
    visor carrier  

WVI00011
Peak

1) Assemble the adaptors 
   the helmet 

2) Mount the
    adapter on the
    helmet

3) Insert the mesh visor
     in the appropriate slits
     of the visor carrier 

WVI00010 ZEN PM 
WVI00009 ZEN MM
Mesh visor

PRODUCT OF ITALY

Technical Details
EN

Application
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Features
The metal visor, consisting in a special hexagonal weave, guarantees higher transparency for major security also in low visibility 
conditions. The visor protects against dust particles and abrasion and is placed close to the face for superior protection. The inner 
air flow guarantees an active micro-ventilation and gives a pleasant feeling of comfort. Also ideal for overlapping corrective glasses. 
Compatible with models: Zenith; Zenith BA, Zenith BA AIR, Zenith PL.

OPTION 1:  HELMET + MESH VISOR

OPTION 2:  HELMET + MESH VISOR + HEARING PROTECTION 
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2) Insert the visor carrier 
    in the adapters

WAC00009
Adapters for Zenith
visors

WAC00009
Adapters for 
Zenith visors

WAC00010 
Visor carrier Zenith 

Eye protection

WHP00004
Hearing protection

1) Insert the hearing
    protection on the
    helmet

5) Apply the peak on the
    visor carrier

WVI00011
Peak

4) Mount the mesh visor
     on the visor carrier

WVI00010 ZEN PM 
WVI00009 ZEN MM
Mesh visor
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3) Insert the visor carrier
    in the adapters

WAC00010 
Visor carrier Zenith 

WVI00012
ZEN AIR FF Visor

WVI00008
ZEN FF Visor

WVI00015
Arc Flash 2

WVI00014
Arc Flash 1

WVI00007
ZEN Visor


